VIDEO TAPE RECORDERS
STEREO TAPE RECORDERS

TAPE DECKS
AMPLIFIERS
SPEAKER SYSTEMS

PORTABLE STEREO TAPE RECORDER

M4 TRACK, STEREO/MONAURAL SPECIFICATIONS . &

RECORDING/PLAYBACK SYSTEM Tape Speed: 15/16,1-7/8,3-3/4,7-1
FIELD, HEAD BPOWER ipPS

;S-IF.{‘?USTS.F.II%TAL 4W ®WBRUSH- Wow/Flutter: Less than 0.15% rms

LESS MdTOR ® USE OF 7" REEL Frequency response: 40 to 20,000

POSSIBLE W/ADAPTER M8 HRS Hz

‘ 1 io: Better than 50dB (DC)/
. RDING WITH 57 REEL. S/N Rat
HIFLRECO Better than 45 dB (AC)

Transistors: 30

Dimensions: 5-1/8" < 11"« 12"
Weight: 12.1 Ibs. (5.5kg) without
battery/1.3 Ibs (0.6 kg) battery

1T710\W /L

COMPACT STEREO TAPE RECORDER

B4 TRACK, STEREO/MONAURAL- SPECIFICATIONS
RECORDING/PLAYBACK SYSTEM Tape Speed: 1-7/8, 3-3/4, 7-1/2ips
B POWER OUTPUT: TOTALBW ® (15 ips w/adapter)
AUTOMATIC SHUT-OFF B TAPE Wow/Flutter: Less than 0.12% rms
LIFTER M4 HRS. STEREO PERF- Frequency response : 50 to 15,000
ORMANCE W/1200FT TAPE Hz
S/N Ratio: Better than 50 dB
Transistors : 4
Dimensions:14-1/8" x13.1/2" = 7-1/2"
Weight net/gross: 33 Ibs. (15kg)/ 46
Ibs (20.5 kg)
1710W-Wood case
1710L-Leather case




1800L

CARTRIDGE/REEL-TO-REEL/TAPE RECORDER

B CARTRIDGE 8 TRACK STEREO RE- SPECIFICATIONS

CORDING/PLAYBACK SYSTEM B OPE- Transistors: 4

N REEL: 4 TRACK STEREO/MONAURAL Dimensions: 15-3/8"x13-3/4"x10-1/2"
RECORDING/PLAYBACK SYSTEM ] Weight : 36.3 Ibs. (16-1/2 kg)/54 Ibs (24 kg)

POWER OUTPUT : TOTAL 8W HCAN
TRANSFER FROM OPEN REEL TO
CARTRIDGE W1 HOUR CONTINUQUS
CARTRIDGE STEREO PERFORMANCE

Reel

Tape Speed: 3-3/4,7-1/2ips
Wow/Flutter : Less than 0.12% rms
Frequency response : 40 to 18,000 Hz
S/N Ratio : Better than 50 dB

Cartridge

Tape Speed : 3:3/4ips

Wow/Flutter: Less than 0.25% rms
Frequency response : 40 to 14,000 Hz
S/N Ratio : Better than 45 dB

4000

3-HEAD STEREO TAPE RECORDER

W STURDY MECHANISM, SPECIFICATIONS

H 24W MUSIC POWER B Tape Speed: 3-3/4, 7-1/2 ips

SOLID STATE AMPLIFIER Wow/Flutter : Less than 0.15% rms
WITH 2 IC, BONE MICR- Frequency response: 40 to 20,000
ON GAP RECORDING AND Hz (+ 3dB)

PLAYBACK HEADS PLUS $S/N Ratio: Better than 50 dB

ERASE HEAD MSOUND W- Transistors: 17

ITH SOUND Dimensions: 12-3/8 <15-7/8 x7-1/2"
(315 %405 x 180 mm)
- Weight: 26.4 Ibs. (12kg)

4000D

THREE-HEAD STEREO TAPE DECK

B 4 TRACK, STEREO/MONAURAL SPECIFICATIONS
RECORDING/PLAYBACK SYSTEM Tape Speed: 3-3/4, 7-1/2 ips
[ ONE MICRON GAP HEAD W3 WowFlutter: Less than 0.15 rms
HEADS W ALL SILICON TRAN- Frequency response: 30t020,000Hz
SISTOR PRE-AMPLIFIER. S/N Ratio : Better than 50 dB
Transistors: 17
Dimensions:12-3/8" ~ 15-7/8" < 7-1/2
Weight net/gross: 25.3 Ibs. (11.5kg)
41 Ibs (18kg)

























